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400 kWh CATL battery system with integrated
CCS2 charging + battery swap capability

280 kW rated / 420 kW peak motor output
delivering up to 2,600 Nm torque

Up to 100 km/h top speed with 11% gradeability
for demanding haulage conditions

Swap, Drive, Repeat. 250-300km range
depending on payload

Battery leasing option available for low upfront
cost of ownership

configuration
90,000kg GCM for 6×4 Prime Mover

BATTERY SWAP
ALPHA 6X4 PRIME MOVER
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Future of transport.

ALPHA 6x4 TECHNICAL DATA

Dimension & Capacity

Gross Combination Mass (GCM) (kg) 90000 Double Trailer /49000 Single Trailer
Tare Weight (kg)* 10950
Drive Type 6×4
Driver Seat Location Right Hand Drive
Length x Width x Height (mm) 7495 × 2550 × 3380
Minimum Ground Clearance (mm) 230
Front Turning Radius (mm) 2180
Rear Turning Radius (mm) 2070

Drive Motor
Type Permanent Magnet Synchronous Motor
Rated Power (kW)/Rotation Speed (r/min)/Torque (Nm) 335/2130/1500
Peak Power (kW)/Rotation Speed (r/min)/Torque (Nm) 520/3500/2600

Power Battery

Battery Manufacturer CATL
Battery Capacity 400.61 kWh
Battery Change 5 min Battery Swap
Energy Supply Method 600A Dual-gun DC Fast-charging
Charging Standard European Standard CCS2
Charging Time 20%-80%≤45 min (600A Dual-gun)

Transmission
Type AMT
Number of Gears 4

Front Axle
Load Capacity (tons) 7.5 t (295/80R22.5)
Tare 6200 kg

Rear Axles
Load Capacity (tons) 11.5t/11.5t (295/80R22.5)
Tare 4750kg

Suspension Front/Rear Front 3 leaf spring/rear 8 air suspension

Wheels & Tyres
Tyre Type Front: 295/80R22.5, Rear: 295/80R22.5
Rim Type Front Aluminum/Rear Aluminum

Safety Active Safety Systems AEBS, ESC

* Tare weight does not include fluids, driver, accessories.
Disclaimer: Change in technical parameters and configuration due to product modification or upgrade may occur without prior notice.


