® Pure One

AC Battery Charger S Pure One
F

Flexible AC charger with optional connectivity.

Pure One® AC battery charger features a
stunning 4.3-inch LCD screen for live feedback
on your charging session.

Pure One chargers are available in 7kW, 11kW ‘
and 22kW configurations, and compatible with \
all electric vehicles using a Type 2 connector, ‘
including Tesla models.

Enjoy flexible connectivity with optional RFID
access, OCPP, Wi-Fi/4G/LAN connectivity and
integrated energy metering add-ons.

Key Features

@ 5m tethered
 4.3inch LCD touchscreen with charging type-2 cable
indicator and live session feedback.

« P55 ingress and IKO8 impact protection built (b Live charging

for outdoor duty. session feedback
o Compatible with all electric vehicles with a

Type 2 connector, including Teslas. Indoor & outdoor

compatible

e 7/M/22 KW models available and suitable for

different charging needs.

@ Wall or stand

 Optional connectivity with RFID access, OCPP, mountable

Wifi/4G/LAN, and integrated energy metering.
» |EC/EN 61851-1, 61851-21-2 and EN 60335-1

compliance on every model.

02 9955 4008

CE Must be installed by SALES@PUREICORP.COM
— a qualified electrician. @

WWW.PURE1CORP.COM




O Pure One
AC Battery Charger Specifications

Model Number

Rated power

Charging interface
Charging Connector
Input and output voltage
Input and output current 32A MAX
Frequency

HMI Display

Signal indicator

RFID

Internet connection
Energy meter
Operating temperature
Storage temperature
Ambient Humidity
Dimension (H x W x D)
Packaging (Hx W x D
Weight (Net) ~5 kg
Weight (Gross) ~6 kg

Ingress Protection

Impact Protection

Standards Compliance

Warranty

Pure One 7kW

7 KW (Single-Phase)

230 VAC £10%

Pure One 1MkW Pure One 22kW

1 kW (Three-Phase) 22 kW (Three-Phase)
Type2
Socket/Tethered 5m Cable

400 VAC £10% 400 VAC £10%
16A MAX 32A MAX
50 Hz
4.3 inch LCD Touch screen
Yes
Optional
No/Optional OCPP (WiFi/4G/LAN)
No/Optional
-25°C to +50°C
-40°C to +65°C
5%—-95% RH, non-condensing
408 x 210 x 130 mm
662 x 412 x 205 mm

~5 kg ~8 kg
~6 kg ~10 kg
IP55

IKO8 (without the screen)

IEC/EN 61851-1:2019, IEC/EN 61851-21-2:2021,

EN 60335-1:2012+A15:2021

3 years
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