® Pure One

Powerful DC charger with smart connectivity.

Pure One® DC Fast Charger delivers high- — T
power, reliable EV charging for fleet and public - —
charging, including logistics, retail, hospitality,
and highway sites.

Available in 120kW and 240kW configurations,
the charger features a 10.1" LCD display and
flexible charging payment methods (RFID /
password / QR code). Easily integrate with
remote charge management platforms through
OCPP1.6, 4G and Ethernet connectivity.

Key Features

—9 RFID, Password &
120/240 kW dual-gun models suitable for =] QR Code Activation

ultra-fast charging.

e High-Power Output 200-1000V DC and up

to 250A, supporting a broad range of EVs. Comprehensive

Electrical Protection

*

o Wide Compatibility with DIN70121,

ISO15118 and OCPP1.6 support. -
Modular Rectifier,

Easy Serviceability

&

» Remote Management with 4G/Ethernet
connectivity for monitoring and diagnostics.

C € CE Certified

o Built for Outdoors with IP54 protection and Equipment

operation from -30°C to 50°C.
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O Pure One

DC Battery Charger Specifications

Model Number Pure One 240kW Pure One 120kW

Rated Input Voltage

Input Voltage Frequency
Input Max. Current
Conversion Efficiency

Rated Output Voltage

Rated Output Current

Rated Output Power

Number of Rectifier Modules
Stand-by Power Consumption

Vehicle Agreement

Electrical Protection

Cooling Mode
Display Ul Size
Start Charging Method

Platform Agreement
Network Connection Method
Working Temperature
Working Humidity
Protection Level

Noise

Altitude

Weight

Support Language

Dimensions (H¥W#*D)

400VAC+10%VAC (L1+L2+L3+N+PE)
50Hz/60Hz
456A 228A
20.95
200-1000V DC
250A MAX
240kW 120kW
6pcs*40kW 3pcs*40kW

=35W

DIN70121 or ISO15118

Earth leakage protection; Overvoltage protection; Overcurrent protection;
Lightning protection; Ground protection; Scram protection;
Over-temperature protection

Forced air cooling

10.1inch LCD display
RFID card swiping / Password / Scan the code to charge

Supports OCPP1.6

4G/Ethernet
-30 to 50°C (Derate above 50°C)
5% —95% RH, non-condensing

IP54
<78dB
Up to 2000m
~ 372kg ~ 321Kg
English (Custom Development for Other Languages)

1630%720%585*mm
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